. MITSUBISHI [Mi @ T [l Changes for the Better

AN ELECTRIC MCTLMEG — 035QE01 - 110803

Target spec.: 3.5°0OVGA LED Backlight model

TYPE NAME AA035QE01
Schedule TBD
Screen Size / Resolution 8.88cm (3.5-inch) / QVGA
Active Screen Area Size [mm] 71.0(H) x 53.3(V)
Feat Pixel Number 320(H) x 240(V)
catures Pixel Pitch [mm] 0.222(H) x 0.222(V)
Contrast Ratio 500:1
« Transmissive Br‘igh‘tness [cd/m?] 120(IF=20mA)
Viewing Angle (CR>10) [ °] -80~80(H), -80~60(V)
* Landscape model Viewing direction Higher Contrast ratio: 12 o'clock
* Slim & Narrow bezel design Less gray scale reversal: 6 o'clock
Colors _—262k(6bit/color)
Color Saturation (vs. NTSC) [%] 4\Q
Natural Color Matrix No
Backlight LED (Unreplaceable)
Interface —~  CMOS
Power Consumptionm _ (0.22)
Power Supply [V] | LCD: 3.3, Backlight: (9.6)
Reverse Scan Available
Module Outline Dimefisions — | W 77.5
\M] H 64.0
D 3.7(W/O FPC)
Module Mass [g] TBD
Operation Temperature Range [°C] -20~70
Storage Temperature Range [°C] -20~80
Surface Treatment Clear
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