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Item Specification Unit 

Screen Size 10.4 inches Diagonal 

Display Resolution 1024 (H) x 768 (V) Pixel 

Active Area 211.2(H) x 158.4 (V) mm 

Outline Dimension 243.0(H) x 185.6 (V) x 7.3(T) mm 

Display Mode Normally Black -- 

Surface Treatment Anti-Glare 3H -- 

Pixel Arrangement R,G,B Vertical Stripe -- 

Pixel Size 0.20625 x 0.20625 mm 

Display Color 262K/16.2M -- 

Viewing Direction Free -- 

Input Interface LVDS Receiver 6/8 bit -- 

Operating temperature -20~70 ℃ 

Storage temperature -30~80 ℃ 

LED Lifetime 50000(Typ.) Hrs 



 CN1 connector: part No: MSB24013P20A or equivalent. 

Pin No. Symbol I/O Function 

1 VDD P Power Supply for LCM 

2 VDD P Power Supply for LCM 

3 SELB P 6bit/8bit mode select 

4 GND P Ground 

5 RXI0- I Negative LVDS differential data 0 input 

6 RXI0+ I Positive LVDS differential data 0 input 

7 GND P Ground 

8 RXI1- I Negative LVDS differential data 1 input 

9 RXI1+ I Positive LVDS differential data 1 input 

10 GND P Ground 

11 RXI2- I Negative LVDS differential data 2 input 

12 RXI2+ I Positive LVDS differential data 2 input 

13 GND P Ground 

14 RXICLK- I Negative LVDS differential CLK input 

15 RXICLK+ I Positive LVDS differential CLK input 

16 GND P Ground 

17 RXI3- I Negative LVDS differential data 3 input 

18 RXI3+ I Positive LVDS differential data 3 input 

19 GND P Ground 

20 GND P Ground 

I: Input, P: Power 

Notes:  

1) When use 6bit input mode : SELB=VDD ; When use 8bit input mode : SELB=GND

Back-light (CN2:ENTERY 3808K-X05N-03X or Equivalent) 

Pin No. Symbol I/O Function Remark 

1 VCC P Power Supply Logic voltage +12V 

2 GND P Ground 

3 ON/OFF P Backlight ON/OFF 

4 Dimming P Adjust brightness 

5 GND P Ground 



Item Symbol Condition Min Typ. Max Unit Note 

Brightness B (800) (1000) -- cd/m2 

Response time Tr+Tf θ=0° - 30 40 ms 

Contrast ratio CR 

At 
optimized 
viewing 
angle 

600 900 -- -- 

Luminance Uniformity ΔL 70 - % 

x (0.263) (0.313) (0.363) Color 
Chromaticity 
(CIE 1931) 

White 
y 

θ=0°
Normal
Viewing
Angle

(0.279) (0.329) (0.379) 
-- BM-7A 

θR 80 85 -- 
Hor. 

θL 80 85 -- 

θU 80 85 -- 
Viewing Angle 

Ver. 
θD

CR≥10

80 85 -- 

Degree 
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