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1.工作环境：
BI2281-V1.0支持：
工作温度：-20℃～70℃，储存温度：-40℃～80℃
湿度：5 %～95%（非凝结状态）
2.显示功能:
支持VGA、LVDS显示， VGA支持热插拔功能；都为同步输出；
VGA支持最高分辨率及刷新率为1920×1080@60Hz，DVI最大支持1920×
1080@60HZ。
3.音频功能:
采用HDA标准，/LINE-IN/LINE-OUT。

4.操作系统

支持操作系统：WINCE/WINXP/WINXPE/WIN7/Linux
5.I/O 接口
 支持 RS-232/RS-485 模式选择；
6 PCB尺寸图

单位：mm



7.产品特性说明

屏体

类型 TFT-LCD
分辨率 Max.：1920X1080
接口 单/双 8bit LVDS;
电压 3.3V，5V，12V

输入信号
支持格式： 480i/P、576i/P、720P、1080i/P
VGA/DVI

PC-RGB

行同步范围 30-75KHz
场同步范围 56-75Hz
显示颜色 16777216
PC-RGB
MAX模式 1920X1080@60Hz

控制按键 六键：电源/菜单/退出/上左/下右/AUTO

电源输入：
内置大电源：5Vstb、12V、5V 、3.3V
电源输入：
外接Adapter： 12VDC

8.接口定义
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9.运输、存储、工作环境要求
产品在运输、存储过程中勿受重压及弯折变形，且应防静电、防潮、防水。相对湿度：≤80%

工作温度：-20℃～70℃，储存温度：-40℃～80℃

10.接口定义说明
10.1 JP16, Inverter 插座

PIN 定义 描述
1 GND  地
2 GND 地
3  ADJ 亮度调节
4 ON/OFF  Inverter 开关控制
5 12V 电源
6 12V 电源

10.2 JP11 喇叭输出插座（ 4 pin 2.0mm）
PIN#  定义  描述
1  L_OUT- 左声道喇叭输出-
2  L_OUT+ 左声道喇叭输出+
3 R-OUT+ 右声道喇叭输出+
4 R-OUT- 右声道喇叭输出-

10.3 CN3, 按键接口插件 （10 pin 2.0mm）
PIN#  定义 描述

1 POWER_KEY 待机键
2  LED_RED  指示灯（红）
3  LED_GREEN 指示灯（绿）
4 GND  地
5  ＋ 模拟量加如有功放则为音量加
6 － 模拟量减如有功放则为音量减
7 AUTO  自动调整/退出
8 MENU 菜单

JP5 DVI INJ7 DC12V IN CN1 VGA IN



9 K0 退出
10 K1 预留

10.4 JP14 音频输入接口（ 3 pin 2.0mm）
PIN#  定义  描述

1 R-IN 右声道喇叭输入
2 GND 地
3  L_IN 左声道喇叭输入

10.5 JP9 接口定义（30pin ）
PIN# 定义 描述

1 LCD-VDD Power Supply for Panel
2 LCD-VDD Power Supply for Panel
3 LCD-VDD Power Supply for Panel
4 NC
5 GND  Ground 
6 GND  Ground
7 EC0N- LVDS ODD 0 – Signal
8 EC0P+ LVDS ODD 0 + Signal
9 EC1N1- LVDS ODD 1 – Signal
10 EC1P+ LVDS ODD 1+ Signal
11 EC2N- LVDS ODD 2 – Signal
12 EC2P+ LVDS ODD 2 + Signal
13 GND Ground 
14 GND Ground 
15 ECLKN- LVDS ODD Clock – Signal
16 ECLKP+ LVDS ODD Clock + Signal
17 EC3N- LVDS ODD 3 – Signal
18 EC3P+ LVDS ODD 3 + Signal
19 OC0N- LVDS EVEN 0-Signal
20 OC0P+ LVDS EVEN 0+Signal
21 OC1N- LVDS EVEN 1-Signal
22 OC1P+ LVDS EVEN 1+Signal
23 OC2N- LVDS EVEN 2-Signal
24 OC2P+ LVDS EVEN 2+Signal
25 GND Ground
26 GND Ground
27 OCLKN- LVDS EVEN Clock – Signal
28 OCLKP+ LVDS EVEN Clock + Signal
29 OC3N- LVDS EVEN 3 – Signal
30 OC3P+ LVDS EVEN 3 + Signal



10.6 JP20屏电压

脚数 点压
1 . 2 DC12V
3 . 4 DC5V
5 . 6 DC3.3

11. 按键板（OSD）按键与功能

AUTO:自动校正图像 MENU:主菜单（确定）键 LEFT:左（下）键 RLGHT:右（上）键 EXIT:退出键 
ON/OFF:开关机键

11.1 OSD主菜单与智能感光模式

如上图: 按点确定键进入（智能亮度开关）按确定键后按左右键打开或关闭感光




