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 1.0  GENERAL DESCRIPTIONS
1.1 Introduction

         GG1080N0AUC6A is a color active matrix thin film transistor (TFT) liquid crystal 

         display (LCD) that uses amorphous silicon TFT as a switch device.

         This model is composed of a TFT LCD panel, the voltage reference, common
         voltage , DC-DC converter, column, and row driver circuit. This TFT LCD has a
         15-inch diagonally measured active display area with XGA resolution (768 vertical
         by 1024 horizontal pixel array).

1.2 Features
            15” XGA TFT LCD panel
            4 CCFLs Backlight system
            Supported XGA (V : 768 lines, H : 1024 pixels) resolution
            Supported to 75HZ refresh rate
            Without LCD Timing Controller
            Supported 16.2M colors
            High brightness wide viewing angle.

     1.3  General information
Item Specification Unit Note

 Outline dimension  331.5 × 254.6 × 12 mm
 Display area  304.1(H) × 228.1(V) (15.0” diagonal) mm 1
 Number of Pixel  1024(H) × 768(V) pixels
 Pixel pitch  0.297(H) × 0.297(V) mm 1
 Pixel arrangement  RGB Vertical stripe
 Display color  8-bits driver (6-bits with Frame Rate Control )
 Display mode  Normally white
 Luminance (white)  300 cd/m2 (Typ)
 Surface treatment  Antiglare
 Weight  950 (Typ.) g
 Back-light  4-CCFLs,Top & bottom edge side
 Power consumption  9.2 Watt (Typ)
 Input signal  Source and Gate Driver control signals
 Optimum viewing
 direction

 6 o’ clock
1
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    1.4  Applications
           Desktop monitors
           Display terminals for AV applications
           Monitors for industrial applications

     1.5  Mechanical information

   
Item Min. Typ. Max. Unit

Horizontal(H) ----- 331.5 ----- mm
Vertical(V) ----- 254.6 ----- mmModule Size
Depth(D) ----- 12 ----- mm

Weight (without inverter) ----- 950 ----- g

(6)
(6)

,(6)
,(6)
,(6)
,(6)
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     3.2  Optical specification
Item Symbol Condition Min. Typ. Max. Unit Note

 Contrast CR 400 500
 Luminance (White) cd/m2 --- 300

--- (1),(2),(5)

Rising TR --- 9 ---
 Response time

Falling TF --- 25 ---
msec (1),(3),(5)

Rx --- (0.623) ---
Red

Ry --- (0.335) ---
Gx --- (0.293) ---

Green Gy --- (0.599) ---
Bx --- (0.144) ---

Blue By --- (0.113) ---
Wx --- (0.310) ---

 Color
 chromaticity
 (CIE 1931)

White Wy

θ = 0°
φ = 0°

Normal
viewing
angle

--- (0.330) ---

(1),(4),(5)

θL --- 60 ---
Hor. θR --- 60 ---

θH --- 40 ---
 Viewing angle

Ver. θL

CR>10

--- 50 ---
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    5.0 AC Timing Charts.
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LP

GOE

6.0
6.1

LCD Connector:FH12-40S-0.5SH (Hirose) or equivalent
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Terminal No. Symbol Function
1 VL  CCFL power supply (high voltage)
2 GL  CCFL power supply (low voltage)

      

6.2

The backlight interface connector is a modol BHSR-02VS-1, manufactured
by JST, The mating Connector part number is SM02B-BHSS-1-TB or equivalent.
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 7.0  ELECTRICAL CHARACTERISTICS

  7.1  Electrical System of LCD Module :
  

Value
Item Symbol Condition

Min. Typ. Max.
Unit

Input Voltage VDD +3.0 +3.3 +3.6 V(DC)
VIH High Level 0.7* VDD2 ----- VDD+0.2 VInput Signal

voltage VIL Low Level 0 ----- 0.3*VDD2 V

4.68 4.70 4.76
565 ----- 580
----- 33 -----

25000 ----- 35000

710 ----- 728 V(rms)

at 0°C

7.2

1350 ---------- V(rms)
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    8. 0  Outline dimension


