ETERNAL TECHNOLOGY LIMITED SX-PA064-C
PVI PA064DS1 TFT-LCD DRIVERING BOARD
MODEL NO.: SX-PA064-C
1. FEATURE:
FOR TFT-LCD PANEL: PVI 6.4” PA064DS1
VIDEO INPUT COMPATIBLE WITH PAL AND NTSC SYSTEM
WITH ON SCREEN DISPLAY CONTROLLER
2. ELECTRICAL CHARACTERISTICS:
PARAMETER SYMBOL MIN TYP MAX UNIT
Supply Vcce +8.5 +12 +18 Volt
3. POWER CHARACTERISTICS:
PARAMETER CONDITION MIN TYP MAX UNIT
Current for Vcc Vcec=+12V 500 550 620 mA

4. INPUT/OUTPUT TERMINAL PORTS
4-1) CONNECTS TO EXTERNAL INPUT SIGNAL (CON2)

MOLEX 53398-0990

PIN NO. SYMBOL PIN NO. SYMBOL PIN NO. SYMBOL
Vcce VGND C1
2 GND 5 AUDIO C2
3 VIDEO 6 AGND 9 GND
NOTE:

C1 C2 FUNCTION C1 C2 FUNCTION

0 0 AVl 1 0 NC

0 1 AV2 1 NC
4-2) CONNECTS TO KEYBOARD CONTROLLER (CON7) MOLEX 53398-1090
PIN NO. SYMBOL PIN NO. SYMBOL PIN NO. SYMBOL

1 uUP 5 NC 9 GND

2 DOWN 6 CPU 5V 10 GND

3 PWR 7 R_IN

4 MENU 8 LED

5. THE FUNCTION OF KEYBOARD CONTROLLER:
5-1) TOTAL FIVE BUTTONS: SW1) POWER, SW2) AV1/AV2, SW3) DOWN, SW4) MENU,

SW5) UP

6. DRIVER BOARD OUTLINE DRAWING

CONNECTOR REFERENCE

ITEM DESCRITPION TYPE MATCHING SIDE
CON1 Connects to TFT-LCD Molex 52271-2090

CON2 Connects to external signal input Molex 53398-0990 Molex 51021-0900
CON3 Connects to backlight SM02(8.0)B-BHS-1-TB JST BHR-03VS-1
CON7 Connects to control board Molex 53398-1090 Molex 51021-1000
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8. SUBASSEMBLY:

Note The difference between SX-PA064-B and SX-PA064-C is SX-PA064-B can invert image by remote control, but
SX-PA064-C can not.




