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1. General Specifications
No. Item Specification Remark
1 LCD size 7.0 inch(Diagonal)
2 Driver element a-Si TFT active matrix
3 Resolution 800 X 3(RGB) X 480
4 Display mode Normally White, Transmissive
5 | Dot pitch 0.0642(W) X 0.1790(H) mm
6 Active area 154.08(W) X 85.92(H) mm
7 Module size 164.9(W) xX100.0(H) <5.7(D) mm Note 1
8 Surface treatment Anti-Glare
9 Color arrangement RGB-stripe
10 | Interface Digital
11 | Backlight power consumption | 1.674W (Typ.)
12 | Panel power consumption 0.226W (Typ.)
13 | Weight 1509 (Typ.)

Note 1: Refer to Mechanical Drawing.
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2. Pin Assignment

FPC Connector is used for the module electronics interface. The recommended model is
FH12A-505-0.55H manufactured by Hirose.

Pin No. | Symbol 11O Function Remark
1 Vi eps+ P Power for LED backlight (Anode)
2 Viep+ P Power for LED backlight (Anode)
3 Vi eD- P Power for LED backlight (Cathode)
4 VieD- P Power for LED backlight (Cathode)
5 GND P Power ground
§] Veom I Common voltage
7 DVoo P Power for Digital Circuit
8 MODE I DE/SYNC mode select Note 1
9 DE I Data Input Enable
10 VS I Vertical Sync Input
11 HS I Horizontal Sync Input
12 B7 I Blue data(MSB)
13 B6 I Blue data
14 BS I Blue data
15 B4 I Blue data
16 B3 I Blue data
17 B2 I Blue data
18 B1 I Blue data Note 2
19 BO I Blue data(LSB) Note 2
20 G7 I Green data(MSB)
21 G6 I Green data
22 G5 I Green data
23 G4 I Green data
24 G3 I Green data
25 G2 I Green data
26 G1 I Green data Note 2
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27 GO I Green data(LSB) Note 2
28 R7 I Red data(MSB)
29 R6 I Red data
30 R5 I Red data
31 R4 I Red data
32 R3 I Red data
33 R2 I Red data
34 R1 I Red data Note 2
35 RO I Red data(LSB) Note 2
36 GND P Power Ground
37 DCLK I Sample clock Note 3
38 GND P Power Ground
39 L/R I Left / right selection Note 4,5
40 U/D I Up/down selection Note 4,5
41 VaH P Gate ON Voltage
42 VaL P Gate OFF Voltage
43 AVpp P Power for Analog Circuit
44 RESET I Global reset pin. Note 6
45 NC - No connection
46 Veom I Common Voltage
47 DITHB I Dithering function Note 7
48 GND P Power Ground
49 NC - No connection
90 NC - No connection

|- input, O: output, P: Power

Note 1: DE/SYNC mode select. Normally pull high.
When select DE mode, MODE="1", VS and HS must pull high.
When select SYNC mode, MODE= "0", DE must be grounded.
Note 2: When input 18 bits RGB data, the two low bits of R,G and B data must be
grounded.

Note 3: Data shall be latched at the falling edge of DCLK.

6 of 21




€S
-
Oploelectronics

LCD MODULE YTS700RLAK-01-100N Version : 1.0 MAR.07.2013

Note 4: Selection of scanning mode

Setting of scan control input _ , _
Scanning direction
U/D L/R
GND DVpp Up to down, left to right
DVpp GND Down to up, right to left
GND GND Up to down, right to left
DVop DVbp Down to up, left to right

Note 5: Definition of scanning direction.
Refer to the figure as below:

Left <:| ———4’———— |:> R|ght

Note 6: Global reset pin. Active low to enter reset state. Suggest to connect with an RC
reset circuit for stability. Normally pull high.

Note 7: Dithering function enable control, normally pull high.
When DITHB="1" Disable internal dithering function,
When DITHB="0",Enable internal dithering function,
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3. Operation Specifications

3.1. Absolute Maximum Ratings

(Note 1)
Values
Item Symbol Unit Remark
Min. Max.

DVpp -0.3 5.0 V

AVpp 6.5 13.5 V

Power voltage VeH -0.3 40.0 V

VaL -20.0 0.3 Vv

Veu-VaL - 40.0 V

Operation Temperature Top -30 85 C

Storage Temperature TsT -30 85 C
LED Reverse Voltage VR - 12 V Each LED

Note 2

LED Forward Current IF - 25 mA | Each LED

Note 1: The absolute maximum rating values of this product are not allowed to be exceeded
at any times. Should a module be used with any of the absolute maximum ratings
exceeded, the characteristics of the module may not be recovered, or in an extreme

case, the module may be permanently destroyed.

Note 2: Vr Conditions: Zener Diode 20mA
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3.1.1. Typical Operation Conditions
( Note 1)
Values
Item Symbol Unit Remark
Min. Typ. Max.
DVpp 3.0 3.3 3.6 V Note 2
AVpp 10.2 10.4 10.6 V
Power voltage
VeH 153 16.0 16.7 V
VaL 7.7 -7.0 -6.3 V
Input signal voltage Vcom 3.6 3.8 4.0 V
Input logic high voltage ViH 0.7 DVpp - DVpp \Y
Note 3
Input logic low voltage VL 0 - 0.3 DVpp A

Note 1: Be sure to apply DVpp and Vg to the LCD first, and then apply Vgg.
Note 2: DVpp setting should match the signals output voltage (refer to Note 3) of

customer’s system board.
Note 3: DCLK,HS,VS RESET,U/D, L/R,DE,R0~R7,G0~G7,B0~B7,MODE,DITHB.
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3.1.2. Current Consumption

Values
Item Symbol Unit Remark
Min. Typ. Max.
laH - 0.2 1.0 mA Ven =16.0V
loL - 0.2 1.0 mA VgL =-7.0V
Current for Driver
IDVpp - 4.0 10 mA DVpp =3.3V
|AVDoDp - 20 50 mA AVpp =10.4V

3.1.3. Backlight Driving Conditions

Values
Item Symbol Unit Remark
Min. Typ. Max.
Voltage for LED backlight i 8.4 9.3 10.2 V Note 1
Current for LED backlight I 170 180 200 mA
LED life time - 20,000 - - Hr Note 2

Note 1: The LED Supply Voltage is defined by the number of LED at Ta=25C and
IL =180mA.

Note 2: The “LED life time” is defined as the module brightness decrease to 50% original
brightness at Ta=25C and I, =180mA. The LED lifetime could be decreased if

operating I is lager than 180mA.
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3.2. Power Sequence

a. Power on:

*

| VGH
| I BIL
| | /| / AVDD
| ! /: [ // DVDD
l 4 |
I /: >20ms / |  >10ms ' DATA
[ ﬂ
T=0: | | ! : I / GND
*am |
| |>5ms |
|
| I >10ms
[ [
: VGL
[
ke e e = — T
DVpp—VGL—-AVDD—-VGH—-Data—B/L
b. Power off:
*
| VGH
e \
B/L
: AVDD X : N
| DVDD \\ T '
I l:}ﬁ"l \ i‘\—"\
DATA ~10ms >20ms |
| |
T=0- GND \ — ,
I | | II:;’:
| | ams
l <~
| , >10ms |
|
| VGL
[
e -

B/L—-Data—~VGH—-AVDD—-VGL—-DVpp

Note: Data include RO~R7, BO~B7, GO~G7, U/D, L/R, DCLK, HS,VS,DE.
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3.3. Timing Characteristics

3.3.1. AC Electrical Characteristics

Item Symbol Values Unit Remark
Min. Typ. Max.
HS setup time Thst 8 - - ns
HS hold time Thhd 8 - - ns
VS setup time Tust 8 - - ns
VS hold time Tvhd 8 - - ns
Data setup time Tdsu 8 - - ns
Data hole time Tdhd 8 - - ns
DE setup time Tesu 8 - - ns
DE hole time Tend 8 - - ns
DVpp Power On Slew rate TrPoR - - 20 ms Er\?trg 0 to 90%
RESET pulse width TRst 1 - - ms
DCLK cycle time Teoh 20 - - ns
DCLK pulse duty Tewn 40 50 60 %

3.3.2. Input Clock and Data Timing Diagram

CLkiN /" N\ /o

Data

Tcph :

i Tewl ; ; Tewh . !

:  Tdsu ' Tdhd 4
70% - 705,
TO% ! !

DEN '."0“.‘-5;'; Tesu

CLKIN

VSD

X,

>< Last data H

" 30%

% First l'!B:IF! E( 2nd data X
0% X 1

HSD

The copyright belongs to InnoLux. Any unauthorized use is prohibited.
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3.3.3. Timing
Values
Item Symbol Unit Remark
Min. Typ. Max.
Horizontal Display Area thd - 800 - DCLK
DCLK Frequency fclk 26.4 33.3 46.8 MHz
One Horizontal Line th 862 1056 1200 | DCLK
HS pulse width thpw 1 - 40 DCLK
HS Blanking thb 46 46 46 DCLK
HS Front Porch thfp 16 210 354 DCLK
Values
Item Symbol Unit Remark

Min. Typ. | Max.

Vertical Display Area tvd - 480 - TH
VS period time tv 510 525 650 | TH
VS pulse width tvpw 1 - 20 TH
V'S Blanking tvb 23 23 23 | TH

VS Front Porch tvfp 7 22 147 | TH
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3.3.4. Data Input Format

HS-
DCLK-
(HV Mode)
RO~R7. i (RYRYRY R )RR R R = (SN=N=Y=N=N=H=N=Y
G0~GT7. i (__x:_:._;_-._:;_'.:_'_.'I—-,— = (= _.i_ e 0 o S
BO~B7. (sysym)yBB)B) BB~ [N ==Y =M=y =N =)
RO"R?« { { i;n;; IIRVII /R ._z_ﬁanl' g-i |7R7 ¥ —‘. —|; X 7—7 jf: '_:'— \'jl—r |; .{I_.l
GO~G7" 1 1 [“‘,il'i|ili',i(ilil: :I':]:I':I’:_l::l:i::]
Bo"'374 1 1 fi J::. i r; .."*x:'i"::" \; .l/irl_:-r 7: !:1 : l::— A;‘f; _|I:-:|: --il
(DE Mode)
DE- e— X — . : s¢

Figure 3. 1 Horizontal input timing diagram.

vs, . twr I

- mwuummjm I

tvh tvd tyfp

Fiqure 3. 2 Vertical input timing diagram.
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4. Optical Specifications

Values
Item Symbol Condition Unit Remark
Min. | Typ. | Max.

BL ®=180°(9 o’clock) | 60 70 -

Viewing angle Or ®=0°(3 o’clock) 60 70 -

(CR= 10)

degree | Note 1
O ®=90°(12 o’clock) | 40 50 -

Oe ®=270°(6 o'clock) | 60 70 -

Ton - 10 20 msec | Note 3
Response time

Tore - 15 30 msec | Note 3
Contrast ratio CR 400 500 - - Note 4

Wy gfqgfzgi 026 | 031 | 0.36 - | Note 2
Color chromaticity Note 5

Wy 0.28 0.33 0.38 - Note 6
Luminance L 320 400 - cd/m?* | Note 6
Luminance Yu 70 | 75 i % | Note7

uniformity

Test Conditions:
1. DVpp=3.3V, I.=180mA (Backlight current), the ambient temperature is 25C.
2. The test systems refer to Note 2.
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Note 1: Definition of viewing angle range

Normal line
8=b=0°

®=90°
12 o’clock direction

7
£
Fa
/’

I
sy
/ -~
£ zon BT NIRRT
(I
t\ea .n’f//, /
$=180° 2

g LCM

®=270° L/

6 o’clock direction

Fig. 4-1 Definition of viewing angle

Note 2: Definition of optical measurement system.
The optical characteristics should be measured in dark room. After 30 minutes

operation, the optical properties are measured at the center point of the LCD
screen. (Response time is measured by Photo detector TOPCON BM-7, other
items are measured by BM-5A/Field of view: 1° /Height: 500mm.)

Photo detector Normal line
T T 6=0=0°
®=90°
12fo’clock direction
s
500mm Y
e
®=180° //,, /%‘q::cr’

s
b
e .
// _”Active Area\//
LCM

| /

d=270° L/

6 o’clock direction

Fin A7 Mntircal maaciiramoant cvetarm catiin
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Note 3: Definition of Response time
The response time is defined as the LCD optical switching time interval between
“White” state and “Black” state. Rise time (Toy) is the time between photo detector
output intensity changed from 90% to 10%. And fall time (Torg) is the time
between photo detector output intensity changed from 10% to 90%.

(d(hite (TFT OFF) Black (TFT ON) White (TFT OFV

[
»

o

Ton

Photo detector output
(Relative value)

Fig. 4-3 Definition of response time

Note 4: Definition of contrast ratio
Luminance measured when LCD on the " White" state

Contrast ratio (CR) = _
Luminance measured when LCD on the "Black" state

Note 5: Definition of color chromaticity (CIE1931)
Color coordinates measured at center point of LCD.

Note 6: All input terminals LCD panel must be ground while measuring the center area of
the panel. The LED driving condition is I.=180mA .
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Note 7: Definition of Luminance Uniformity
Active area is divided into 9 measuring areas (Refer to Fig. 4-4 ) .Every
measuring point is placed at the center of each measuring area.

Luminance Uniformity (Yu) = _:mf”

max

L------ Active area length W----- Active area width
- L P
2 L/6 L/3 L/3
= L - -
A A
| 4 "\l [/ ] "‘\.l 4
l N \_/ \_/
Q
<
1 TN TN TN
= A </ _ \__/
Q
=
' / '_"'\.,l f/ ”_'\1 N
\__/ N N
!

Fig. 4-4 Definition of measuring points

Bmax: The measured maximum luminance of all measurement position.
Bmin: The measured minimum luminance of all measurement position.
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5. Reliability Test Iltems

(Note3)
Item Test Conditions Remark

High Temperature Storage Ta=85(C 240hrs Note 1, Note 4
Low Temperature Storage Ta=-30C 240hrs Note 1, Note 4
High Temperature Operation | Ts =85C 240hrs Note 2, Note 4
Low Temperature Operation Ta=-30C 240hrs Note 1, Note 4
Operate at High Temperature | 55 ggo,RH 240hrs Note 4

and Humidity

-30°C/30 min ~ +85C /30 min for a total 100
Thermal Shock cycles, Start with cold temperature and end | Note 4

with high temperature.

Vibration Test

Frequency range:10~55Hz
Stroke:1.5mm
Sweep:10Hz~55Hz~10Hz

2 hours for each direction of X. Y. Z.
(6 hours for total)

Mechanical Shock

100G 6ms,£X, 1Y, +7 3 times for each
direction

Package Vibration Test

Random Vibration :

0.015G*G/Hz from 5-200HZ, -6dB/Octave
from 200-500HZ

2 hours for each direction of X. Y. Z.

(6 hours for total)

Package Drop Test

Height:60 cm
1 corner, 3 edges, 6 surfaces

Electro Static Discharge

+ 2KV, Human Body Mode, 100pF/1500Q

Note 1: Ta is the ambient temperature of samples.
Note 2: Ts is the temperature of panel’s surface.
Note 3: In the standard condition, there shall be no practical problem that may affect the
display function. After the reliability test, the product only guarantees operation,
but don’t guarantee all of the cosmetic specification.
Note 4: Before cosmetic and function test, the product must have enough recovery time,
at least 2 hours at room temperature.
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6. General Precautions

6.1. Safety

Liquid crystal is poisonous. Do not put it in your mouth. If liquid crystal touches your
skin or clothes, wash it off immediately by using soap and water.

6.2. Handling

1. The LCD panel is plate glass. Do not subject the panel to mechanical shock or to
excessive force on its surface.

2. The polarizer attached to the display is easily damaged. Please handle it carefully
to avoid scratch or other damages.

3. To avoid contamination on the display surface, do not touch the module surface
with bare hands.

4. Keep a space so that the LCD panels do not touch other components.

5. Put cover board such as acrylic board on the surface of LCD panel to protect panel
from damages.

6. Transparent electrodes may be disconnected if you use the LCD panel under
environmental conditions where the condensation of dew occurs.

7. Do not leave module in direct sunlight to avoid malfunction of the ICs.

6.3. Static Electricity

1. Be sure to ground module before turning on power or operating module.
2. Do not apply voltage which exceeds the absolute maximum rating value.

6.4. Storage

1. Store the module in a dark room where must keep at 25£10°C and 65%RH or less.

2. Do not store the module in surroundings containing organic solvent or corrosive
gas.

3. Store the module in an anti-electrostatic container or bag.

6.5. Cleaning

1. Do not wipe the polarizer with dry cloth. It might cause scratch.
2. Only use a soft sloth with IPA to wipe the polarizer, other chemicals might
permanent damage to the polarizer.
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PIN NO. |PIN NAME| |PIN NO. | PIN NAME
1 Vs 29 RE
2 Vi 30 RS
8096 3 Vi 31 R4
4 Vier 32 R3
5 GND 33 R2
B00(RLBYx480 6 Vo 34
E 7 DV 35
=2 m M 8 MODE 36
il Il 9 DE 37
3| ¢ g ( label ) 10 VS 38
o) glel= 11 1S 39
” . 23|13 - 12 B7 10 j
o = 13 B6 41 Ve
: " 14 85 12 v
g 15 B4 13 AV
16 B3 44 RESET
1 5 17 B2 45 NC
= :
= 18 Bl 46 Vou
19 BO 17 DITHB
20 G7 18 GND
21 G6 49 NC
7 29 G5 50 NC
by 23 G4
= 24
25
50 26
#80,9540.5 27
~ 28
Nates: 0 mﬁ.w_l“@
LFPC connector suggest to be Hirose ‘FHIZA-D0S-00H;
2The bending radius of FPC shoudle be lorger thon 0.6R)
1 | Operating Voltage: Vee=3.3V typ.
2 | Resolution: 800RGB*480
3] Color: 262K
4 | Interface: RGB
5 | Display type: Transmissive
6 | Viewing Direction: 12:00
| 7| Operating Temp: -30°C~85°C
8 | Storage Temp: -30°C~85°C
9 | Driver IC:
10| Unspecified tolerance:| £0.3
DETAIL A
SCALF 44
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